UNIT DESIGN INFORMATION

RATINGS
OUTPUT : 200 KVAR
VOLTAGE : 7630 V

FREQUENCY : 50 HZ

CAPACITANCE : 10.94 uF
BIL : 125 kV

PHYSICAL CHARACTERISTICS

BUSHING 1 CREEPAGE : 22.00” [559 mm]
BUSHING 2 CREEPAGE : 22.00 [559 mm]

TANK/BUSHING COLOR : ANSI 70 SKY GRAY

WEIGHT :

DIELECTRIC FLUID :

DIMENSIONS
A 23.87" ESOB mm}
B : 12.00” [305 mm
C: 9.88”" [251 mm]
D : 20.56” [522 mm]
E : 4757 [121 mm]
E* : 5.38” [137 mm]

INTERNAL DESIGN
SERIES SECTIONS : 4
PARALLEL ELEMENTS : 3

CONTAINS INTERNAL DISCHARGE RESISTORS
DOES NOT CONTAIN INTERNAL FUSES

47 LBS [21.55 KG]
1.33 GALS [5 L] EDISOL ST

UNDERSIDE OF HANGER IS

BUL
LEFT UNPAINTED

0.437[11] DIA. X 1.00[25]LG SLOT

0.500—13 THREADED STUD
CONNECTOR TYPE: UNIVERSAL CLAMP
#12-.081[2] SOL. COPPER WIRE MIN.
#1—.355[9] STR. ACSR WIRE MAX.
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